» GREE

AIR CONDITIONER

W 7/ 208-230V Heat Recovery

‘ Unit ‘ Parameter
Model — GMV-Q72WM/B-FU)
Cooling Capacity kBtu 69
Heating Capacity kBtu 77
Model:6-TON o . .
o e A Sound Pressure Level/Sound Power Level dB 60/70
GMV _Q72W M/B_F( U) Power Supply — | 208-230V/3PH/60Hz
Minimum Circuit Ampacity(MCA) A 32
Maximum Overcurrent Protection(MOCP) Fuse A 47
Fan Type — Axial-flow
Fan Motor Drive Type = Direct Drive
Air How Volume CFM 6710
Fan Motor Power Output W 670+670
Motor Type - DC motor
Fan Quantity — 2
Compressor . Inverter—Driveh Srcoll
Hermetic
Capacity Operating Range Of Compressor %~ % 15~100
Case Heater For Each Compressor W 40
Overload Protector — Drive Board Overload
Protector
Maximum Allowable Pressure MPa 4.3
Refrigerant — R4A10A
Liquid Pipe mm 9.52
Liquid Pipe inch 3/8
Low Pressure Gas Pipe mm 19.05
Low Pressure Gas Pipe incn 3/4
High Pressure Gas Pipe mm 15.9
High Pressure Gas Pipe inch 5/8
Connection Method e Brazing Connection
Maximum drive IDU NO. unit 13
Indoor Unit Total Capacity Of Outdoor Unit %~% 50~135
Condenser Fin Colour - gold
Dimension of Outline(Wideth) inch 52-3/4
Dimension of Outline(Depth) inch 30-1/8
Dimension of Outline(Height) inch 63-1/4
Net Weight b 666
Low Ambient Cooling Function e YES
Cooling Operation Ambient Temperature Range | °F 23~122
Heating Operation Ambient Temperature Range | °F -4~75.2
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Schedule Reference:

Date:

Specification are subject to change without notice.




» GREE

AIR CONDITIONER

Outline and Physical Dimention of GMV-Q72WM/B-F(U).
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1340mm(52-3/4inch)  765mm(30-1/8inch)

Branch Circuit Controller

ftem Unit Parameter Parameter Parameter
Model — NCHS1B (V) NCHS4B  (U) NCHS8B  (U)
Max.IDU Branches unit 1 4 8
No. of connectable IDU of each branch unit 8 8 8
Total Connectable IDU unit 8 32 64
Max. Capacity of each branch kBtu 48 48 48
Max. Capacity of connectable IDU kBtu 48 153 222
Pow er supply V/PH/Hz 208-230/1PH/60Hz 208-230/1PH/60Hz 208-230/1PH/60Hz
Pow er comsumption W 8 44 80
Maximum drive IDU No. unit 1 4 8
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